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ROTARY DIMMER IN E-DESIGN55 DTD55-230V-wg

Technical data page 9-27.

DTD55-230V-wg
Rotary dimmer for single mounting 80 x 80 x 25 mm or mounting into the E-design55 switching 

system. Installation depth 33 mm. Universal dimmer switch with rotary knob, Power MOSFET up to 

300 W. Automatic lamp detection. With adjustable  minimum and  maximum brightness. 

Standby loss 0.14 watt only.

Universal dimmer switch for lamps up to 300 W, depending on the ventilation conditions. Dimmable ener-
gy saving lamps (ESL) and dimmable 230 V LED lamps also depending on the lamp electronics.
Zero passage switching with soft start and soft OFF to protect lamps.

Control voltage, supply  voltage and switching  voltage 230 V. No minimum load required. 
The setting of the brightness level is  stored after switching off (Memory). 
In case of a power failure the switching position and the brightness level are  stored. If applicable the 
dimmer will be switched on at the stored brightness level after the supply voltage is recovered.
Automatic electronic overload protection and over-temperature switch-off.
Mounting: screw mounting plate. After the rotary switch setting, pull the red insulating cap and attach 
the knob. The insulating cap should be remained for future use in the DTD55. Then put up the frame and 
attach the front panel.
!  Important! Before mounting and removal, always disconnect the power supply!

Minimum brightness (fully dimmed down) is adjustable using the left % rotary switch.

Use the middle % rotary switch to set the maximum brightness (fully dimmed up).
The right rotary knob sets the operating mode: 
AUTO allows the dimming of all lamp types.
LC is a comfort position for LED lamps which are not being dimmed down enough when set to AUTO 
(trailing phase angle) dependent on the construction and must therefore be forced to leading phase angle. 
EC is a comfort position for energy saving lamps which must be switched on with increased  power depen-
dent on the construction, so they will also switch on again safely in cold condition when dimmed down.
Operation: 

Press the middle of the rotary knob to switch on with memory value and to switch off and save the 
current dimming value.
Turn to the right (clockwise) to dim up. The turning speed determines the dim-up speed.
If the dimming actuator was switched off to the right at the start of dimming, switch-on is at  minimum 
brightness followed by gradual dim-up. This is the children‘s room circuit. 

When the rotary knob is turned jerkily to the right – dim-up is rapid to the maximum brightness adjusted. 
Turn to the left (anticlockwise) to dim-down to the minimum brightness adjusted. 
The turning speed determines the dim-down speed.
When the rotary knob is turned jerkily to the left, dim-down is rapid to the minimum brightness adjusted.
If the dimming switch was switched off to the left at the start of turning, switch-on is at minimum bright-
ness followed by gradual dim-up by turning to the right.
Control is also possible using a 230 V control pushbutton in addition to the rotary knob: Short com-
mands switch on/off, continuous activation changes brightness up to maximum or minimum value. If you 
interrupt activation, it changes the dimming direction.
Children's room circuit with control pushbutton: Press the control pushbutton for a long time to switch 
on at minimum brightness, then continue pressing the pushbutton to dim up the lights slowly without 
changing the last dimming value stored.
Sleep time with control pushbutton: A double pulse dims down and switches off the lighting from the 
current dimming position through to minimum brightness. 
The maximum dimming time of 60 minutes is dependent on the current dimming position and the 
adjusted minimum brightness and can therefore be shortened as required. Tap briefl y at any time during 
dim-down process to switch off. Press long during the dimming-down process to dim up and end the 
sleep timer.

DTD55-

230V-wg

Rotary dimmer, pure white glossy EAN 4010312317785 54,80 €/pc.

Standard setting ex works.

Function rotary switches




